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For glass specimens with pre-existing surface flaws (usually due to handling), fracture 
is controlled by crack propagation. When a critical stress level, the applied fracture 
stress, σa

fr, is reached for the largest flaw with proper orientation (called the critical 
flaw, of length 2ccr), Griffith’s criterion may be expressed as σa ≥ σa

fr = (Eγ/ccr)1/2, 
indicating catastrophic failure. 

However, if σa < σa
fr (for example, for a glass window under a static load), there will 

be no failure. Unless the glass part exhibits static fatigue, or delayed failure, which 
consists of slow crack growth, under a sub-critical, static applied stress, until the most 
severe crack reaches the length 2ccr and brittle fracture occurs.

Such phenomenon, in common silicate glasses, is usually attributed to stress corrosion 
at the crack tip, where strained bonds are broken, often by the combined action of 
stress and atmospheric humidity:

Si-O-Si + H2O = Si-OH + HO-Si

forming a gel-like region where the crack is able to propagate under sub-critical 
conditions. It thus becomes important to follow the velocity of crack propagation as a 
function of the stress intensity factor K, for the three possible independent modes of 
crack propagation.  
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Most glasses actually fracture under the opening mode (I), at a critical stress 
intensity factor value KIc:

KIc = Y σa
fr ccr

1/2 = (π E γ)1/2            ( since:  σa
fr ccr

1/2 = (Eγ)1/2 )

which is called the fracture toughness.

Mode I                                Mode II                  Mode III

opening                                   sliding   tearing

(Adapted from: Fundamentals of inorganic glasses, A.K. Varshneya, Academic Press, 1994)
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The fracture toughness, KIc, is an intrinsic property of the glassy material, which 
may, for example, be determined directly by measuring with a microscope the sub-
critical velocity of a controlled propagating crack of length a, in a double cantilever 
beam specimen, or, indirectly, from measurements of the bending strength (three or 
four point methods) or the microhardness (Knoop or Vickers tests).

(Adapted from: Fundamentals of inorganic glasses, A.K. Varshneya, Academic Press, 1994)
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Crack velocity, v = dc/dt, as a function of K, for soda-lime-silica glass, in a nitrogen 
atmosphere with humidity values between ~ 0 – 100 %.

(Adapted from: Fundamentals of inorganic glasses, A.K. Varshneya, Academic Press, 1994)
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Region I – crack velocity increases exponentially with the applied load and the    
humidity; the dependence on the applied load may be expressed as:

v = A KI
n  

where n is the so-called stress corrosion susceptibility parameter, varying between 
~ 12 - 35 for most (modified) glasses, but reaching a value of 72 for v-SiO2. 

The lower n is, the larger is the stress corrosion susceptibility of the glass. The 
NBO bonds in modified glasses are especially prone to breaking under the 
combined influence of an applied stress and water vapor in the ambient 
atmosphere. The temperature has also an influence on the v – KI curves.

Region II – crack velocity depends on the humidity level, but is independent of the 
applied stress.

Region III – crack velocity depends on the applied stress, but it is independent of 
the humidity. The slope is steeper than in region I. At the end of region III, crack 
velocity reaches ~ 0.1 m/s and KI reaches the critical value KIc, causing 
spontaneous failure. 

Silica, Vycor and Pyrex glasses exhibit only region I prior to catastrophic failure.
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High silica glass compositions have high values of n, whereas typical window/container 
glasses are more susceptible to stress corrosion and thus to static fatigue (or delayed 
failure).

(Adapted from: Fundamentals of inorganic glasses, A.K. Varshneya, Academic Press, 1994)
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An increase in temperature accelerates the stress corrosion phenomenon and, hence, 
it increases v = dc/dt.

(Adapted from: Fundamentals of 
inorganic glasses, A.K. Varshneya, 
Academic Press, 1994)
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An integration of the equation v = A KI
n eventually leads to an estimate of the time-to-

failure for a given glassy material under a constant applied stress, σa, provided that A, 
KIc, n and σa

fr have been determined. The time-to-failure is found to vary inversely with 
the applied stress.

This analysis may be coupled with proof-testing, by subjecting the glass specimens to a 
stress, σpr, higher than the known service stress, σserv. One then obtains an estimate of a 
minimum time-to-failure, as a function of both σserv and the σpr/σserv ratio, for those 
specimens which survived the the proof stress, σpr.
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